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SOIL DESCRIPTION

WHITMAN FINE SANDY LOAM: 0 TO 5 PERCENT SLOPES - EXTREMELY  STONY; WATER IS
VERY POORLY DRAINED.  THE AVAILABLE WATER CAPACITY IS VERY LOW.

MONTAUK FINE SANDY LOAM: 8 TO 15 PERCENT SLOPES - EXTREMELY STONY;
WATER IS WELL DRAINED AND THE AVAILABLE WATER CAPACITY IS LOW.

CANTON FINE SANDY LOAM: 8 TO 15 PERCENT SLOPES;
WATER IS WELL DRAINED AND THE AVAILABLE WATER CAPACITY IS EXTREMELY LOW.

CANTON-CHARLTON-URBAN LAND COMPLEX: 3 TO 15 PERCENT SLOPES;
WATER IS WELL DRAINED AND AVAILABLE WATER CAPACITY IS LOW.

PAXTON-URBAN LAND COMPLEX: 3 TO 15 PERCENT SLOPES; WATER IS WELL DRAINED
AND AVAILABLE WATER CAPACITY IS LOW.

1.  LIMITED SITE DETAIL AND LIMITED SURFACE IMPROVEMENTS DEPICTED HEREON WERE OBTAINED
FROM AN INSTRUMENT SURVEY CONDUCTED ON THE GROUND BY MERIDIAN ASSOCIATES, INC. BETWEEN
DECEMBER 3-13, 1993 AND AGAIN BETWEEN JANUARY 5-7, 2010. THIS PLAN MAY NOT REFLECT ALL
CURRENT SITE DETAIL. NO UNDERGROUND OR SURFACE UTILITIES ARE SHOWN HEREON

2. THE SUBJECT PROPERTIES ARE DEPICTED AS LOTS 1A, 1B, 1C, 1D, 2 AND 3A ON TOWN OF LEXINGTON
ASSESSOR'S MAP 53.

3 . BASED ON FIELD INVESTIGATION BY WARNER LARSON, INC., THERE WERE NO SURFACE BEDROCK
OUTCROPPINGS LOCATED ON THE SITE.

4. EXISTING TREES DEPICTED HEREON WERE FIELD LOCATED BY MERIDIAN ASSOCIATES, INC. IN
JANUARY 11, 2010.

5. THERE IS NO SIGNIFICANT NOISE IMPACTING THE SITE.
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BASED ON THE NATURAL RESOURCE CONSERVATION SERVICE ONLINE SOIL SURVEY,
SOILS AT THE SITE CONSIST OF:
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